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Electronic Device for the Internal Engines
Amplifier of Energy by Resonance

Model ET-22

Manual for ET-22A
* Please read this owner's manual carefully before
installation and operating the ET-22A
* Keep the manual with your car or convenient place
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A packing of ET-22A

Control Unit (Main Body) 1
Sense wire(red) tied at the control unit 1
Response wire(black) tied the control unit 2
Band clips Included
Corrugated tube for wire protection Included

Check list before installation

(1) Keep normal voltage of a alternator and battery.

If your car is aged, confirm the voltage of a alternator
and battery with a voltage tester while the car is under

idle speed. A car mechanic can help you the check.

(2) Review your car conditions such as engine oil .

Contents A packing of ET-22A
Check list before installation
Installation

Layout
Warranty (3) Keep normal air pressure of the tires.

transmission oil and air intake filter etc. If necessary,

replace it





[image: image3.jpg]Manual for ET-22A

Intallation

(1) Stop your car.
(2) Select place for Control Unit settlement
— Control Unit is heat & vibration proof. However
it is recommended that should be installed away from
direct heat or vibration zone such as exhaust manifold
(3) Connect a sense wire(red) at "+"terminal of the battery
> Be sure to confirm "+" terminal of the battery
(4) Ground two lines of response wire(black) at part of the
engine block
> Use existing bolts for connection
— Make each of connection point far as possible as you
can(minimum 30cm)
(5) Fix the control unit and the wire wrapped with
corrugated tube firmly with band clips to prevent it from
loosening and/or damage.
Avoid direct contact of water to control unit.

(6) If you confirm all, you can start a car
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Note 1. You should connect a sense wire(red) to B+ terminal
of alternator if there is another ground connections
such as audio or horn at "+" terminal of the battery.
Also the battery is outside not in engine room
together, you could use B+ terminal of alternator
instead of "+"terminal of the battery. In this time
disconnect the electric wire at "—" terminal of the
battery so as to prevent electric shortage before you
work. When you finish the connection to a alternator

you can connect the "—" terminal of the battery.

It is better to request a car mechanic or specialist to
do that work to prevent any trouble.

Caution 1. Avoid non-conductive materials such as rubber
between the ground point of response wirc and
the engine block.
2. Cleaning the terminal connection point.
3. The sense wire(red) should be kept entirely from
any damage
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©: Sense Wire(Red)
(1)~@: Regponse Wire (Black)

Engine
Block

(Refer to Note1 at page 5
when you should use

(Keep a distance between @
and @ Min 30cm as possible as
a alternator instead of a you can)

battery)
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“ Warranty ”

2years or 50,000km

CHead Office

[ Company : JS Engineering (':cA
Address : 9-45,Yangpyoung-Dong 1Ga,
Youngdungpo-Gu, Seoul,Korea

Tel : 82-2-2632-1469,1476
Fax : 82-2-2632-1417
Web site ttp:/www.jsvid.com

e-mail svid@jsvid.co.kr

{Overseas Contact

You shall be informed when you buy it through
a agent or branch of JS Engineering Co. in your
country
































